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Phosphating electrophoresis board salt spray test磷化电泳板耐中性盐雾实验 SERIES PRODUCTS

SERIES PRODUCTS

产品的功能要求需要全方位兼顾，出色的防腐性能可以满足 1000 小时的盐雾实验，并确保合格标准；与此同时，
产品可确保涂膜的硬度，对于工业品生产的过程而言，工件之间的碰撞、摩擦在所难免，有效的耐磨性和柔韧
性会增强对于工件的保护作用，确保涂膜不易损伤。

固化温度 180℃ /20min, 膜厚 20μm,1000h, 黑 / 灰产品划叉处单边腐蚀宽度 ≤ 1.5mm。

The functional requirements of the product require all-round consideration, excellent corrosion resistance can 
withstand 1,000 hours of salt spray experiments, and ensure qualified standards; At the same time, the product 
ensures the hardness of the paint film, for the industrial production process, the collision between the workpieces, 
friction is inevitable , so effective wear resistance and flexibility will enhance the protective effect on the workpiece, 
and ensure the paint film won’t be easily damaged.

1

Advantage

优异的防腐蚀性能
EXCELLENT CORROSION RESISTANCE

180℃ / 20min Film thickness 20μm 1000h, black/grey fork single side corrosion width ≤ 1.5mm.

电泳过程中，产品可适应不同基材条件，表现出优异的的涂膜外观、整个涂膜能够呈现平整、细腻、光泽和质
感。此外，对于涂膜性能而言，也有出色的表现，不会因为基材的变化影响涂膜的各项理化性能，可更为宽泛
地让用户予以选择。

During E-coating, the product can adapt to different substrate conditions, showing excellent coating 
appearance, the entire paint film can be flat, delicate, shiny and textured. In addition, for the performance of 
the paint film, there is also excellent performance, won’t affects the physical and chemical properties of the 
paint film because of the change in the substrate, so that offering more broadly choices to customers.

SERIES PRODUCTS

优异的板材适应性
EXCELLENT SHEET ADAPTABILITY2

Advantage

Plate test板材实验 SERIES PRODUCTS

固化温度 180℃ / 20min

TEST

Curing temperature 180℃ / 20min

膜厚 20μm，1000h
镀锌板、冷轧板、热轧板流平
优异，板面无起泡。光泽度优异。

镀锌板 冷轧板 热轧板

Hot-rolled boardCold-rolled boardGalvanized board

The film thickness was 20μm, 1000h 
Galvanized board, Cold-rolled board, 
Hot-rolled board have excellent 
leveling and no foaming on the 
surface. Excellent gloss.
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搭配不同型号系列面漆时，表现出优异的结合力效应。通过划格法试验测试，切割边缘完全平滑，面漆无任何
剥落，附着力 0 级，为顾客提供了复合涂层施工的质量保证，满足各行业顾客的特殊需要。

When paired with different models of finishing, it shows excellent binding effect. Through the grading test, 
the cutting edge is completely smooth, the paint does not peel off, adhesion level 0, providing customers with 
the quality assurance of composite coating construction, to meet the special needs of customers in various 
industries.

SERIES PRODUCTS

优异的面漆结合力
NICE BINDING FORCES WITH FINISHING COAT3

Advantage

浩力森 HL-15 系列、HL-16 系列、HS-60 系列产品电
泳涂装时，保证优异的外观，无水迹、无缩孔、无针孔、
无橘皮等弊病；涂膜流平好，粗糙度值低于 0.25μm。

粗糙度测试仪测量 0.108μm
The roughness tester measures 0.108μm

HLS HL-15 series, HL-16 series, HS-60 series products 
E-coating ensure excellent appearance, no water traces, 
no shrinkage, no pinholes , no orange peel and no 
cellulite. The film has good leveling , roughness is lower 
than 0.25μm.

SERIES PRODUCTS

优异的外观
EXCELLENT APPERANCE4

Advantage
Adhesion test附着力实验 SERIES PRODUCTS

Board appearance样板外观 SERIES PRODUCTS
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应用领域
Application Area

黑色通用电泳涂料广泛应用于机械设备及零部
件、通用五金、家居等领域；灰色通用电泳涂
料广泛应用于工程机械、农用机械、摩托车、
电动两轮车、电动三轮车、家电、电梯等行业；
产品适合于对于外观、功能、施工环境要求较
高的通用型工业。

Black general E-coating is widely used in 

machinery and equipment and components, 

general  metal ,  household and etc;  Gray 

general E-coating is widely used in engineering 

machinery, agricultural machinery, motorcycles, 

electric two-wheeled vehicles, electric tricycles, 

home appliances, elevators and etc;  Products 

are suitable for those general industries that 

have high requirement on the appearance, 

function, construction environment .

涂膜性能指标 FILM PERFORMANCE INDEX

实验数据
Experimental Data

外观 Appearance 正常 / 异常 Normal / abnormal 正常 Normal 目测 Ocular estimate

硬度 Hardness ≥ 2H GB/T 6739

杯突 Cup drawing mm, ≥ 8 GB/T 9753

附着力 Adhesion Level 级 0 GB/T 9286

柔韧性 Flexibility mm 1 GB/T 1731

冲击 Impact kg·cm 50 GB/T 1732

项目 PROJECT 指标 INDICATOR 检验标准 TEST STANDARD

耐水性 Water resistance h, (23±2)℃ , ≥ 480 GB/T 1733

耐酸性 Acid resistance h, (0.1N H2SO4), ≥ GB/T 9274

耐碱性 Alkali resistance

耐油性（汽油、柴油）
Oil resistance

h, (0.1N NaOH), ≥

h, (23±2)℃ , ≥

72

72

72

GB/T 9274

GB/T 1763-79

光泽 Gloss 60° 60 - 90 GB/T 9754








